DIM. A

Specifications
08 Material & Finish
Housing Materigl: Nylon UL94V-Z
~—N Plating:
Contacte: Copper alloy/Under plating : Nickal {50u”)Min.
3 Qver plating : Tin alley (1007 "Min.
= 2 Mating Force : 6.7 N Mox.
- Unmating Foree < 1 N min.
S Narmal Force : 3.4 N q.
™ Electrical Performance:
= CURRENT-max. :5.0A
[j [j [] [] [] VOLTAGE—max. : 250V AC Max.
WITHSTANDING VOLTAGE :1500V
I L] INSULATION RESISTANCE :1500  Megohms min,
TEMPERATURE RANGE : —40' to +105°C
1.3240.05 254 —N
DIM. B CIRCUITS DIM. A ADIM. B
|i| 2 5.08+0.10 | 10.16 2%
. 3 10.16£0.10 | 15.24 12%
JR/‘ ' 4 15.24+0.10 | 20.32 107
S 5 | 20.3240.10 | 25.40 1512
o § L( 6 25.4040.10 | 30.48 1210
- @ ZQ\ ) 7 30.4840.20 | 35.56 03¢
1 ¢ 8 | 3556%0.20 | 40.64 1520 |
I RAN AN AN AN AT ] | 9 40.64+0.20 | 45.7210%
+0.20
o 57405 10 | 45724020 | 50.80 38
11 50.80+0.20 | 55.88 }p4s
SECN-N 12 55.8840.25 | 60.96 13;25_
B 13 60.96+0.25 | 66.04 159
5 14 66.04£0.25 | 71.12 152
R 15 71.1240.25 | 76.20155%
& & & 16 76.20£0.25 | 81.28 103
17 81.2840.30 | 86.36 103
18 86.36+0.30 | 91.44 1050
0.50
61,52 19 | 91.44£0.30 | 96.52 18
20 96.5240.30 | 101.60 197
RECOMMENDED PCB LAYOUT
- ORDER INFORMATION
RoHS Compliant LKX-SX-xx-LF
c[b{ﬂREIH.A.N.ALL DRAWING BY CY xs SERIES T T LEADFREE
Xz0. 02~20WAY
PCB CONNECTORS | CHECKED BY GENIUS )&i((iojo NON LOCK
12 2 3 2\ =7 | UNIT/mm | SCALE 1:1 | XXXz SIDE ENTRY
}:_EL 1@ HX 1/7‘) ﬁ F& ,1} ‘ﬂ DATE e
www.morethanall.com EriW-Y PPOJECTION -} DESCRIPTION: RIGHT ANGLE TYPE FOR 5.08MM PITCH FEMALE CONN.
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